
T4F
Thermoelements for Temperature Measure of Fixed Surfaces

Main features

• Temperature limits:: - 40 ... + 250° C
• Tolerance: Norme UNI 7938 standards, IEC 584.2 :
   class 2: for types J, K: ± 2.5° C
• Extension cable insulation: fibreglass, screened 
  TEFLON ®
• Eyelet thermocouple with low thermal profile and quick
 response time, suitable for measures on flat surfaces
• Cable to DIN standard 

MODELS
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ORDER CODE

0 0

 Zinc plated steel  Z

Element + Hot Junction
 Single Insulated
 Single Grounded

Thermocouple Type
 Fe - Cu/Ni
 Ni/Cr - Ni/Al

Cable (DIN standards)
 TTS
 TES

 1
 2

 J
 K

 5
 6

Tip Material
 AISI 304

Clamp Dimension

 A

CODE

Lc = Cable Length (dm)

Connectors
Standard male

Standard male + female
Standard male + panel

Mignon male
Mignon male + female

B
A

D
C

E

Standard length from 5 to 100dm 
with 5dm step

0 00 0 00 0 0 X X4 FT 00

LENGTHS AND ACCESSORIES

Certificates
Conformity ReportA

 188 x 168  T
 173 x 153  S
 158 x 138  R
 143 x 123  Q
 128 x 108  P
 113 x 93  O
 83 x 63  N
 68 x 48  M
 45 x 25  L
 27 x 16  K
 24 x 14  J


