TC3

G E F R AN Thermocouples for Temperature Measure in General Applications

Main features

» Temperature limits: - 40 ... + 250° C
* Tolerance: UNI 7938, IEC 584.2 Standards, Class 2:
for types J, K: +2.5° C

- Extension cable insulation: fibreglass, screened
TEFLON ®

- Stainless steel tip

* Thrust spring washer

« Cable to DIN standard
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ORDER CODE

CODE

Element + Hot Junction

Single Insulated

-

Single Grounded

Thermocouple Type

Fe - Cu/Ni

Ni/Cr - Ni/Al

Cable (DIN standards)
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Tip Material

AISI 303

Tip Dimensions

4,8x4

Connection Thread

1/8”GAS  “A’=10mm

1/4”GAS ~ “A’=12mm

M8 x1.25

M10x 1.25

M12x1.5

M12x1.75
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Connection Material
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Certificates

Conformity Report

LENGTHS AND
ACCESSORIES

Connectors

Standard male

Standard male + female

Standard male + panel

Mignon male

mo o w>

Mignon male + female

AVP zinc plated iron

300 series stainless steel

N =

Lc = Cable Length (dm)

Standard length from 5 to 100dm
with 5dm step

GEFRAN spa reserves the right to make any kind of design or functional modification at any moment without prior notice
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